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LN-9409-01.1: RansFlow 

Spare Parts 

Recommended Quantity 

                                                                                           Based on the number of installed units of: 

Item Part Number Description 1 2 4 8 

Main Control Console:     

4 13742-01 Air Flow Switch 1 1 2 4 

22 25766-106 Pressure Switch 1 1 2 4 

36 73837-08 Zener Barrier 1 1 2 2 

37 78643-00 E/P Transducer, 1 2 2 4 

38 SSM-5504 Air Filter 1 2 2 4 

42 A12416-00 Power Supply, 0 1 1 1 

45 A12359-00 

Solenoid Valve, 
24V, Manifold 
Mount 2 4 4 8 

50 A12417-00 Power Supply, 0 1 1 1 

70 A12423-00 

Touch Panel, 
6.4" Display, 
PC104 0 1 1 1 

72 A12356-01 Digital I/O Mod- 1 1 1 2 

73 A12357-01 

Analog & Digital 
I/O Module, 
PC104 1 1 1 2 

74 A12358-01 

High Speed 
Counter Module, 
PC104 1 1 1 2 

78 A12205-00 Optical Isolator 0 0 1 1 

79 A12207-00 Optical Isolator 0 0 1 1 

92 77384-00 

Switch Operator, 
Red, Mushroom 
Hd. 1 1 2 2 

93 LSME0004-00 

Clip for switch 
operator, With 
Lock 1 1 2 2 

94 LSME0006-00 Contact Module, 1 1 2 2 

108 77454-00 
Reciever, Fiber 
Optic 0 1 1 1 

109 77452-00 Cable, Fiber Op- 0 1 1 1 

117 A12473-00 Stylus, 24" 1 2 2 4 
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LN-9409-01.1: RansFlow 

Spare Parts (continued) 

Recommended Quantity 

                                                                                           Based on the number of installed units of: 

Item Part Number Description 1 2 4 8 
Fluid Panel: (Note: Not all parts below are used on every fluid panel.) 

6 LSMM0056-00 

Spiral Mix Ele-
ment (Low Pres-
sure) 5 10 20 20 

 LSMM0056-01 

Spiral Mix Ele-
ment (High Pres-
sure) 5 10 20 20 

9 76805-01 
ZHM-02 Flow-
meter 1 1 1 2 

 77214-00 Fiberoptic RF-1 1 1 1 2 

 77226-00 Piston Flowmeter 1 1 1 2 

 76251-01 
Standard RF-1 
Flowmeter 1 1 1 2 

12 78014-01 Flushable Mix 0 0 1 1 

 78014-02 

Non-Flushable 
Mix Block As-
sembly 0 0 1 1 

 LBAL0016-00 High Pressure 0 0 1 1 

21 76624-02 

Low Flow, 
Weepless MVR 
Valve 1 1 2 2 

 76624-03 

Medium Flow, 
Weepless MVR 
Valve 1 1 2 2 

 76624-04 

High Flow, 
Weepless MVR 
Valve 1 1 2 2 

 78137-02 Low Flow, Weep 1 1 2 2 

 78137-03 

Medium Flow, 
Weep Style MVR 
Valve 1 1 2 2 

 78137-04 High Flow, Weep 1 1 2 2 

28 LSMM0059-01 Calibration Tube 2 2 4 8 

29 LS0067 
3-Way Ball Vavle 
for Low Pressure 0 0 1 2 

 75774-00 
3-Way Ball Vavle 
for High Pressure 0 0 1 2 

34 75773-00 

High Pressure 
Check Valve 
Assy. 1 1 2 4 

35 76093-00 Needle Valve 0 0 2 2 

40 77227-00 
Transmitter, Pis-
ton Flowmeter 0 0 1 1 

51 A10610-00 MVR Trigger 0 0 1 2 
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LN-9409-01.1: RansFlow 

PILOT CONNECTION

A12613-00   1/4" ODT

A12613-01  6MM ODT

AIR INLET FITTING

AIR OUTLET

Normal use of handheld applicators requires the product to go through color changes. During the color change sequence, there may 

be solvent involved to properly clean all the fluid passages. When solvent is present in the color change process, the electrostatics to 

the applicator must be off  (Refer to the warnings in the applicable applicator manual). A new normally open valve package was re-

leased for use with applicators during the color change process. The A12613-00 (1/4 odt pilot) and the A12613-01 (6mm odt pilot) 

were released for applications that require interlock equipment. Figure 1 shows the features of the A12613 valve assembly. 

Figure 1- A12613 VALVE FEATURES 

Ransflow Connection 

When manual applicators are used with the Ransflow product, the valve assembly is installed as shown in figure 2. The “CYL “ port of 

the valve is threaded onto the Inlet port of the flow switch as shown in the illustration. A connection tube is required and must be either 

6mm or 1/4 “ ODT and connect from the “DUMP” port on the Ransflow to the pilot connection on the valve. This connection is also 

shown in figure 2. 

If more than one applicator is used from the Ransflow, then a second valve assembly must be installed and the pilot lines connected 

together. See figure 3 for this connection. 

High Voltage Interlock Valve 
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LN-9409-01.1: RansFlow 

Warranty Policies 

LIMITED WARRANTY 

ITW Ransburg will replace of repair without charge any part/or equipment that fails within the specified time (see below) 

because of faulty workmanship or material, provided that the equipment has been used and maintained in accordance 

with ITW Ransburg's written safety and operating instructions, and has been used under normal operating conditions.  

Normal wear items are excluded. 

 

THE USE OF OTHER THAN ITW RANSBURG APPROVED PARTS VOIDS ALL WARRANTIES. 

 

SPARE PARTS:  One hundred and eighty (180) days from date of purchase, except for rebuilt parts (any part number 

ending in "R") for which the warranty period is ninety (90) days. 

 

EQUIPMENT:  When purchased as a complete unit, (i.e. guns, power supplies, control units, etc.), is one (1) year from 

date of purchase. 

 

WRAPPING THE APPLICATOR IN PLASTIC WILL VOID THIS WARRANTY. 

 

ITW RANSBURG'S ONLY OBLIGATION UNDER THIS WARRANTY IS TO REPLACE PARTS THAT HAVE FAILED 

BECAUSE OF FAULTY WORKMANSHIP OR MATERIALS.  THERE ARE NO IMPLIED WARRANTIES NOR WAR-

RANTIES OF EITHER MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.  ITW RANSBURG AS-

SUMES NO LIABILITY FOR INJURY, DAMAGE TO PROPERTY OR FOR CONSEQUENTIAL DAMAGES FOR LOSS 

OF GOODWILL OR PRODUCTION OR INCOME, WHICH RESULT FROM USE OR MISUSE OF THE EQUIPMENT 

BY PURCHASER OR OTHERS. 

 

EXCLUSIONS: 

If, in ITW Ransburg's opinion the warranty item in question, or other items damaged by this part was improperly installed, 

operated or maintained, ITW Ransburg will assume NO responsibility for repair or replacement of the item or items.  The 

purchaser, therefore will assume all responsibility for any cost of repair or replacement and service related costs if appli-

cable. 
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LN-9409-01.1: RansFlow 

NOTES 
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LN-9409-01.1: RansFlow 

Product Manual Price:  $50.00  (U.S.) 

Manufacturing 

1910 North Wayne Street 

Angola, Indiana  46703-9100 

Telephone:  260-665-8800 

Fax:  260-665-8516 

 

 

Technical Service - Assistance 

320 Phillips Ave. 

Toledo, Ohio  43612-1493 

Telephone (toll free):  800-233-3366 

Telephone:  419-470-2021 

Fax:  419-470-2040 

 

Technical Support Representatives can direct you to the appropriate telephone number for ordering spare parts. 

© 2009 Illinois Tool Works, Inc.  All rights reserved. 

Models and specifications subject to change without notice. 

Form No. AA-09-01 

Litho in U.S.A. 
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